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ABSTRACT

The I EEE 802.11b wireless Local Area  Network
architecture was designed to nake associ ati ons between host
access points and client nobile users as sinple and fluid
as possible. This gives the system trenmendous flexibility,
but results in vulnerability to illicit network connections
by unauthorized users. The ability of network intruders
with high gain antennas to establish anonynobus connections
while maintaining a confortable stand off di st ance
constitutes a threat that nust be countered Dbefore
operating a wireless LAN can be deemed an activity wth
accept abl e ri sks.

This thesis explores the possibility of using relative
position with respect to the network access point as the
determning factor in granting network access to potenti al
nmobi | e users. By analyzing the latency of the layer two
data acknow edgenent control frames generated by the W.AN
adapter card one should be able to infer the distance
bet ween the 802.11b access point and any particular nobile
user. From this know edge, a policy that excludes
pot enti al users beyond a specified range can be

i mpl enment ed.
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. 1 NTRODUCTI ON

A BACKGROUND

The fundanmental design of the Institute of Electrical
and El ectronic Engineers (IEEE) 802.11b Wreless Local Area
Net wor k (WLAN) architecture i's i nt ended to make
associ ati ons between host Access Point(s) (APs) and client
nobil e user(s) (MJs) as sinple and fluid as possible. This
gives the system trenendous flexibility, but results in
vul nerability to illicit net wor k connecti ons by
unaut hori zed users. The hazards of an open network are, of
course, considerable. The ability to freely create
associations wth wunprotected wreless networks enables
unauthorized MJs to msappropriate network bandw dth,
anonynously launch attacks on other networks through the
wireless network’s Internet connection, or |aunch insider

attacks agai nst the host network itself.

This is an inherent vulnerability in WLAN architecture
that is being actively exploited by numerous ad hoc
conmput er user groups around the country. The process of
cat al ogi ng unprotected APs conducted by groups such as the
Bay Area Wreless Users Goup in San Francisco (and others)
is known as “war driving”. As can be clearly seen in
Figure 1-1, the detailed information they provide presents
a startlingly clear depiction of the possibilities for
unaut hori zed access to numer ous W rel ess net wor ks

t hroughout the city.
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Figure 1.1 Unprotected Access Points Avail able for
Expl oitation i n Downtown San Franci sco
(http://ww.dis.org/w/mps/)

In addition, sonme well neaning citizens of the net
cooperate in permtting unfettered access to the web from
their APs, allowing their |location, channel nunber, and
ot her hel pful connection tips to be published as a “public

service” to others. A search of the “dobal Access
Wrel ess Dat abase” (http://ww. shnoo. coni cgi -
bi n/ gawd/ gawd. cgi /) returns sevent een non- conmer ci al

entries for San Francisco alone. VWiile many utilize this
service for harmless web surfing, the anonynous access
these APs provide can easily serve as a springboard for



network attacks by |ess scrupul ous users for whom forensic

efforts to discover their identity would be futile.

Exacerbating the problem of network intrusion is the
ability of conputer wusers wth high gain antennas,
connected to their WAN cards, to establish connections at
ranges well beyond those of legitinmate users (as proven by
LT Melvin Yokoyama’s 2001 thesis: “Airborne Exploitations
of an |IEEE 802.11B Wreless Local Area Network”).
Researchers on a nore nodest budget can easily find
directions for building a directional antenna with 12dB
gain from a sinple potato crisp canister and about six
dollars in readily obtained hardware on the Internet as

illustrated in Figure 1-2.

Parts list:

All-thread, 5 5/8" long, 1/8" OD $1.00
two nylon lock nuts $0.10
five 1" washers, 1/8" ID $0.10
6" aluminum tubing, 1/4" ID $0.75

A connector to match your radio pigtail
{we used a female N connector) $3.00

1 1/2" piece of 12 gauge solid copper wire
(ground wire from house electrical wiring) $0.00

A tall Pringles can (any flavor) $1.50
Serap plastic dise, 3" across

(like another Pringles can lid) $0.00
Total: $6.45

Figure 1.2 Honmenade Directional Antenna (12 dB gain)
Sufficient for Use at Ranges of up to Ten Ml es
(http://ww. oreillynet.com cs/webl og/ vi ew w g/ 448)

3



The ability of network intruders to establish
anonynous connections while maintaining a confortable stand
of f distance constitutes a threat that nust be neutralized
before operating a WAN supporting the exchange of

sensitive data can be deened an activity with acceptable

risks. M. R chard A Carke, National Coordinator for
Security, Infrastructure Protection, and Counter-terrorism
has gone on record recomending that “Until we have a

better, proven track record with the wreless (networks),

we all should shut them off wuntil the technology gets
better,” (http://seattletinmes. nwsource.com htni/
busi nesst echnol ogy/ 134504335 hack010. htni ). G ven t he

runaway popularity of these devices however, that option
does not seemat all realistic.

Al t hough the 802.11b standard supports the use of 128
bit Wred Equivalent Privacy (WEP) link encryption, its
effectiveness has been severely reduced by well publicized
(and constantly inproving) cracking nethods. User
aut henti cation nethods (such as RADIUS servers) constitute
a good security approach, but may be rendered useless if
the MJ database is conprom sed. The defense in depth
principle suggests that preventing unwel come connections to
the wireless network through the addition of a physical
aut hentication factor (such as MJ |location) is a worthwhile
pursuit.

B. PURPOSE

The intent of this thesis is to docunment a proof of
concept study in which the distance between a host AP and a
client MJ may be inferred from the latency of a series of

| ayer two data acknow edgenent control frames sent from MJ



to AP in response to a corresponding series of data franes
initiated by the AP.
C BENEFI T

If an AP can be made to recognize whether or not its
MJs are operating from within a pre-defined service area
it should be possible to reduce the physical area over
which a system admnistrator nust be vigilant to a
manageabl e si ze.
D. METHODCOL OGY

Chapter 11 discusses selected aspects of the |EEE
802.11 standard, with an enphasis on Direct Sequence Spread
Spectrum (DSSS) protocols and their application to wreless

networ k user | ocation authentication.

Chapter 111 offers a brief description of the existing
security measures that have been incorporated into conmon
practice to reduce the risk of network exploitation by

unaut hori zed users.

Chapt er IV introduces the concept of | ocation
aut hentication, addressing its potential (and attendant
difficulties) as an information assurance tool in a single

transmtter/recei ver environnment.

Chapter V describes the test design, inplenentation,
and data evaluation carried out to determne the viability
of location authentication on a wreless |[ocal area

net wor k.

Chapter VI summarizes the research findings, outlines
requirenents for a practical inplenmentation of |ocation
aut henti cati on, and suggest s nmet hods for further

devel opnent .
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1. THE I EEE 802. 11 STANDARD

Wth respect to t he I nt er nati onal St andar ds
Organi zation’s (1SO seven | ayer Open Syst ens
I nterconnection (OSI) nodel, the 802.11 standard directs
only layer one (Physical) and layer two (Data Link or
Medi um  Access  Control (MAC)) speci fications. The
encapsul ation of data within each successive |ayer enables
all lower Jlayers to function wthout regard for their
hi gher | ayer payl oads. This chapter is included in order
to provide the reader with an understanding of the 802.11
| ayer one and two functions as they relate to |ocation
aut henti cati on.

A PHYSI CAL LAYER

Al t hough | EEE 802.11 has becone al nbst synonynobus wth
DSSS wirel ess networks in the 2.4 GHz unlicensed Industri al
Scientific and Medical (ISM band, it is inmportant to note
that the standard also specifies two other physical |ayer
protocols: 2.4 GHz Frequency Hoppi ng Spread Spectrum (FHSS)
and 900 nm infrared. Both have wunique strengths and
weaknesses conpared to the DSSS. Wiile the infrared
version is limted to short range (10 to 20 neters), i ndoor
installations; it works well in noisy RF environnents and
does not require line of sight. The frequency-hopping
variant provides robust connectivity in virtually any RF
environment with |ess power consunption than DSSS systens,
but has an inherently slower throughput than DSSS. Recent
extensions to the original DSSS standard (discussed bel ow),
coupled with its extended range capability and throughput
advant age, have nmade it the solution of choice anobng the
vast mgjority of wreless users. As W.ANs becone nore

7



ubi qui tous however, there my develop a resurgent denmand
for the other two 802.11 Physical Layer specifications as a
result of the RF congestion that can be expected from the
ongoing boom in wreless comunications as well as
interference from other devices in the relatively crowled
2.4 GHZ band, such as cordless telephones and mn crowave
ovens.

1. The 802. 11B St andard

A contributing factor to the dom nance of DSSS in the
802. 11 wusers comunity is the extension of the original
standard known as 802.11b. It specifies the application of
Conmplinmentary Code Keying (CCK) nodulation, in addition to
the original standard’s 1 Megabit per second (Mops) Binary
Phase Shift Keying (BPSK) and 2 Mps Quadrature Phase Shift
Keyi ng (QPSK) nodul ati on schenmes, to enable increased data

exchange rate capabilities of 5.5 Mops and 11 Mops.

Actual throughput on WANs is dependent upon the
quality of the conmunications link between the AP and MJ
this is governed by the distance between the two, the
nunber of users associated with the AP and the anobunt of RF
noise in the frequency band of interest. As these
paraneters increase, the amount of MAC overhead, nunber of
datagram collisions, and lost fragnents invariably rise as

well, leaving less effective bandw dth for the transm ssion
of content. Hence, 11 Mips is a maxi nrum desi gn speed. A
typical user will not |likely see speeds in excess of 6 Mops

except where proprietary (non-802.11 standard conpliant)
hardware i s enpl oyed.
2. O her 802.11 Standard Extensions
In addition to 802.11b, which was approved in 1999,
two other extensions are poised to take DSSS W.AN
8



comuni cations to speeds of up to 54 Mops. The first is
802.11a, which utilizes Othogonal Frequency Division
Mul tiplexing (OFDM in the three 5 GHz Unlicensed Nati onal
I nformati on Infrastructure (UNIT) frequency bands.
Al though the 802.11a extension has (like 802.11b) been an
approved |EEE standard since 1999, it has only recently
gained FCC approval for use. The second standard
extension, 802.11g, has a slightly nurkier future. Thi s
draft standard is designed to operate on the sanme channels
as 802.11b but the FCC has yet to approve the use of high
speed OFDM in the 2.4GHz band. As a result, sone
manuf acturers are shipping hardware that supports an
earlier draft version of 802.11g that provides 22 Mps and
is backward conpatible wth 802.11b. This is a distinct
advant age over 802.1l1a considering the extensive 2.4 Gz
WLAN infrastructure that currently exists throughout the
United States.

3. 802. 11 DSSS Frequency Managenent

The 802.11 DSSS standard specifies fourteen partially
overl|l apping channels, each 22 Mz wde wth center
frequencies ranging from 2.412 Gz to 2.483 GH. In the
United States, the FCC has approved use of the |ower eleven
channel s by 802.11b and 802.11g devi ces. As Figure 2-1
illustrates, the partial overlap between adjacent channels
means that no nore than three independently operating APs
can coexist in the sanme local area wthout inflicting
partial channel janmmng effects on the other APs and their
associ ated clients.



Minimum
Channel spacing betwean
Center frequencies

|4 25 MHz *ﬁ 25 MHz >|

I ' ' ' T
2400 GHz 2.412 GHz 2.437 GHz 2.462 GHz 2.484 GHz
{Channel 1) {Channel 6) (Channel 11)

Figure 2.1 M ni num Channel Spacing for 802. 11b/g
Networks in North America (I EEE 802.11 Handbook, A
Desi gners Conpani on p. 122)

In contrast, the 802.11la standard is authorized for
use over twelve non-overlapping channels, each of them 20
MHz  wi de. This enables the deploynment of twelve
i ndependently operating access points wth conpletely
over| apping service areas, a considerable advantage over
802. 11b installations in high service density environnents.

4. 802. 11 Throughput Rati ngs

The 802.11 standard provides for data transfer
optim zation by neans of transfer rate selection for each
MJ on the basis of the connection quality between two
comuni cating stations. This capability is known as the
Dynanmi ¢ Rate Scaling (DRS).

[DRS,] as defined by the IEEE 802.11b Hi gh Rate
standard, always seeks to connect at 11 Mops,

then automatically scales, if network traffic
demands, to 5.5, 2, or 1 Mwps for increased
si gnal range. As signal clarity increases, its
speed also builds wuntil the system reaches an

optimal rate, ensuring the highest |evel of
10



service and best continuity for data transm ssion

(http://ww. synbol . coni products/wi rel ess/wirel ess

_Sp24_11nbps. htm)

As nmay be discerned from the descriptions of the
vari ous 802.11 extensions above, each network speed setting
is associated with a particular nodulation scheme that
accounts for the nultiple throughput settings at which
W.ANs may currently operate. For BPSK this is 1 Mps, for
QPSK it is 2 Mps, for CCK it is 5.5 11, or 22 Mps (note
that these speeds are perfect nmultiples of each other), and
for OFDM it is 54 Mops. The neans to switch between
transm ssi on nodes however is handled at the MAC | ayer.

B. DATA LI NK/ MAC LAYER

The 802.11 standard for the MAC |ayer protocol my be
best explained as a collection of bit |evel subfields that
reside within byte level fields. These fields conprise the
conponent parts of various 802.11 nmanagenent, control, and
data franes. Franes are in turn the fundanmental units of
transmtted data passed between stations at the physical
| ayer. This relationship is illustrated in Figure 2.2.
The conplete systematic assignnent of each subfield to a
particular task is detailed in the 802.11 Frane Exchange
Protocol (FEP), the significance of which is outlined
bel ow.
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== MAC Header s .

Frame Duration/ Address | Address Address | Sequence | Address Frame FCs
Control D 1 2 < Control 4 Body
2 2 6 6 6 2 6 0-2312 4

Bytes

2 bytes = 16 bats

l 3;’;?;:‘ I Type Subtype
7 ' 7 4
an Fén: r;ﬂ;;es I Retry Pﬁ:fl [ g!;atr: I WEP Order
1 1 1 1 1 1 1 1
Bits

Figure 2.2 | EEE 802.11 Frane, and Frane Control Field
Format (adapted from | EEE 802. 11 Handbook,
A Desi gners Conpani on pp. 33, 35)

1. FEP Functionality

The 802.11 standard specifies several neasures to
alleviate sonme of the inherent disadvantages of wreless
network systens. These are enacted at the MAC |ayer
through FEP nechanisnms to conbat the problens of data
transm ssi on over a shared and unreliable nmedi um

2. Dat a Franme Acknow edgenent

FEP is enployed by both AP and MJ devices as a nedium
reliability counterneasure to speed the process of data
exchange confirmation that would otherwise have to been
done through higher (and slower) |ayer mechanismns. Each

data frane that passes between 802.11 stations is
12



automatically acknowl edged at the MAC layer by the
recipient’s net wor k adapt er har dwar e with an
acknow edgenent frame during a system tine interval known
as the Network Allocation Vector (NAV). This behavior is
central to inplenenting MJ location authentication as wll
be expl ained in Chapter 1V.

3. Di stributed and Point Coordi nati on Functions

FEP is also used to address the “hidden node” problem
(illustrated in Figure 2.3) that exists when MJ on
opposite edges of an AP service area are unable to receive
each other’s transm ssions. Wthout sonme neans to
deconflict data frame traffic, sinultaneous transm ssions
fromnultiple MJs vying for AP service would result in data
frame collisions requiring the MJs to repeatedly retransmt
their frames wuntil they succeeded in delivering their

payl oads during a confliction free period.

A B C

Figure 2.3 The Hi dden Node Problem (I EEE 802. 11
Handbook, A Designers Conpani on p. 21)

13



a. Di stributed Coordination Function (DCF)

Because collision detection (as inplemented in
wired networks) is inpractical in a wreless environnment,
802.11 depends on Carrier Sense Miltiple Access wth
Col lision Avoidance (CSMA CA) techniques, also known as
“listen before talk” (IEEE 802.11 Handbook, A Designers
Conmpanion p. 25) to acconplish efficient data traffic
managenent . FEP utilizes five different Interframe Space
(IPFS) time intervals as self-regulating nechanisns to
reduce the contention period during which stations vie for
access to the nedium These are specific to each physical
| ayer inplenmentation of the 802.11 standard (i.e., DSSS,
FHSS, and IR) and are the: Short Interframe Space (SIFS)
Slot Time, Priority Interframe Space (PIFS), Distributed
Interframe Space (D FS), and Extended Interfrane Space
(EIFS). Table 1 summarizes the traits of each IFS
i nterval . In addition, Figure 2.4 illustrates the

rel ati onship between sone of the different IFS intervals.

IFS Unit |Defined by Duration

SIFS 802.11 standard 10 usec

Slot Time [802.11 standard 20 ysec

PIFS SIFS + 1 Slot Time 30 psec

DIFS SIFS + 2 Slot Time 50 psec

EIFS SIFS+DIFS+ACK based value |364 usec*
*calculation of this value is included in Appendix A

Tabl e 1. DSSS I FS Intervals (adapted from | EEE
802.11b Standard Section 18, Table 101)
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Immediate access when medium

is free >= DIFS i »|  Contention Window
DIFS PIFS
g SIFS T
/ Busy Medium [ / / Backoff-Window Next Frame
| | Slottime
Defer Access Select Slot and Decrement Backoff as long
. as medium is idle

Figure 2.4 Interfranme Space Usage (| EEE 802. 11
St andard, Section 9.2.3, Figure 49)

The SIFS interval is reserved for receivers to
process and transmt MAC |ayer responses (ACK franes) to
incom ng data franes. It is designed to ensure that no
other station within network reception range attenpts to
transmt during that tine. The DIFS is the base interval
upon which all stations build their backoff intervals. | f
no traffic is detected during the D FS, the station sends
its traffic. On the other hand, if the nediumis detected
to be in use during the D FS period, the station adds a
random nunber of slot times to the ongoing DIFS in order to
ensure an appropriate offset. At the expiration of the

DIFS, the Slot Time counter is decrenmented for each period

during which no traffic is sensed. When the counter
reaches zero, the station sends its frane. |[If an ACK frane
is then received, the process begins anew. If not, the

bi nary exponential backoff mechanism is used to double the
contention wi ndow (starting at 8 mnus one, up to a nmaxi mum
value of 256 mnus one) and the process is repeated until
the frane is either successfully sent, or is cancelled by a

15



hi gher layer time out function. PIFS is a shortened DI FS
period that enables an AP to take control of the nmedium
contention process by use of a polling process described
bel ow under Distributed Coordination Function (DCF). El FS
is a “last <chance” tine interval intended to permt

stations enough time to respond to correctly received
frames whose ACK frames to the originator were |ost or

corrupt ed. If an ACK frame is not received within the
period of the EIS, the transmtting station repeats its
previous transm ssion until an ACK is received, or a higher

| ayer timeout cancels it.

b. Poi nt Coordi nati on Function (PCF)

PCF is an optional setting conplenenting the DCF
process. It provides a virtual traffic sensing nechani sm
through a poll and response FEP utility. The PCF makes use
of the PIFS to grant an AP control of the nedium over
stations operating on DIFS interval tinmers. Parti ci pating
MJs are pernmitted to send one frame in response to the AP’ s
polling frame, which also serves to update the their NAV
val ues. In order to provide service to non-PCF
participating MJs, the AP alternates periods of PIFS use
with DIFS use. These blocks are ternmed “contention free
period” and “contention period” respectively (IEEE 802.11
St andar d, Section 7.1.3.2). Because only properly
configured APs are capable of coordinating the polling
function, this service is not available in ad hoc (i.e., MJ
to MJ) networks.

C. Request to Send (RTS)/C ear to Send (CTS)

The 802.11 FEP also includes special control
frames enabling stations to “reserve” access for incom ng

traffic in high-density environnents or installations wth
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hi dden node i ssues. These conmands are terned Request To
Send (RTS) and Cdear To Send (CTS). Al t hough the use of
RTS/ CTS control franmes essentially doubles MAC overhead
(expanding the two way SEND-ACK exchange between stations
to a four way process: RTS CTS-SEND- ACK), the reduction in
frame collisions may actually inprove the effective
t hr oughput . It is significant to note that RTS-CTS use by
the AP is system administrator selectable, but the default
setting is off.

4. Wred Equival ent Privacy (VEP)

WEP was incorporated as part of the 802.11 standard in
recognition of the fact that sinply passing data in the
clear over an open shared nedium (radio waves) was
anal ogous to conducting a private conversation on the stage
of a crowded auditorium It was intended to provide data
security on par with that of a closed system wired network
by means of a shared key encryption schenme. WEP encryption
is acconplished by applying a cipher algorithmto the body
of a data frame resulting in the encryption of the frane's
payl oad and triggering the WEP utilized subfield bit of the
Frame Control Field, but |eaving the MAC header unaltered.
A nore specific assessnent of WEP's effectiveness as a
security measure is included in Chapter I11.

C. NETWORK ARCHI TECTURE

1. Ad Hoc/Independent Basic Service Set (I1BSS)
Net wor ks

I nf or mal short-term 802.11 net wor ks are often
constructed from free form collections of MJs w thout any
wired connection to a larger network backbone. In | BSS
net wor ks, each user nust be wthin direct comunications

range of the other MJs for a full exchange of data to occur
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because there are no devices that are designated to provide
relay services fromone distant MJ to anot her.
2. Infrastructure/ Basic Service Set (BSS) Networks
BSS networks are constructed around an AP that usually
provides a wred connection to some larger network

i nfrastructure. Each MJ only comunicates directly wth
the AP. The AP is tasked with providing distribution
services to its client MJs. Thus, regardless of the

di stance between MJs, conmunications between any of them
must be rel ayed through the AP,

3. Ext ended Service Set (ESS) Networks

ESS networks are installations characterized by
multiple APs (tuned to the same channel) with overl apping
cover age. The distribution services of ESS APs include
cooperative engagenent to forward data frames from MJs
associated with other APs in the ESS to MJs in their own
BSS. This nmakes the ESS appear to external network
entities as though it was one large stationary subnet. In
addition, The APs also control seanm ess handoffs from one
AP to another within the ESS to ensure transparent roam ng
for the MJUwthin the overall coverage area.
D. NETWORK CONNECTI ON PROCESS

The interaction between stations in establishing a
network connection is conducted in four phases. As shown
in Figure 2.4, an MJ can occupy one of three different
states that define its relationship with an AP The
process whereby an MJ noves sequentially from one state to
t he next follows:

18



State 1
Lnauthenticated,
Lnassociated

DeAuthentication

Successful MAC Motification

layer Authentication

State 2
Authenticated,
Unassociated

Deauthentication
notification

Successful
Association ar
Reassociation

Disassociation
Motification

State 2
Authenticated,
and Associated

Figure 2.5 Connection States and Services (Adapted
from | EEE 802.11 Handbook,
A Desi gners Conpani on p. 16)

1. State One: Unaut henti cated and Unassoci at ed
From an initially wunauthenticated and unassoci ated

state, the MJ wll perform the first tw steps toward
establishing a client relationship with the AP: Scanning
and Synchroni zati on. If the MJ is joining an ad hoc
network however, it does not nove beyond this state. Ad

hoc networks do not form conplete association connections
because they |lack any nechanismto regulate traffic anpngst
the participating MJs.
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a. Scanni ng

Scanning is the process in which an MJ seeks out
other MJs or APs to form connections. It can be done
either actively, where the MJ transmts a probe request
managenent frame in order to elicit a response from other
stations; or passively, nerely listening for a beacon
managenent frame, which may be broadcast by APs in order to
facilitate network connections.

b. Synchroni zati on

Synchroni zation is acconplished by neans of
peri odi ¢ beacon managenent frames that establish and update
a common network tinme reference in order to support the IFS
functions that mnimze data franme collisions. Thi s
function is performed by the AP in an Infrastructure BSS
but shared anmong all MJs in an ad hoc BSS. Upon conpletion
of this step the MJ can begin passing data franes

2. State Two: Aut hentication

Aut henti cati on is the process of one station
validating the identity of another. If a WEP enabled
connection is to be utilized, it is initiated through the
appropriate WEP challenge-response exchange. If open
system authentication is used, the AP delivers an

authentication valid reply to any authentication request
frane.

3. State Three: Association

Association is the final stage in the process I|inking
an MJ to an AP Al though an MJ nmay be sinmultaneously
aut henticated with nunmerous APs, it can be associated wth
only one AP at a tine. This prevents confusion in
determining which AP provides service in an EBSS

envi ronnent .
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As depicted in Figure 2.4 above, the use of
deaut hentication and disassociation nanagenent frames
enables an AP to downgrade the connection state of one or
nore MJs. This was designed to facilitate data relay and
service hand offs to other APs in EBSS network
environnments, but could also play an inportant role in

enforcing a selective access policy such as |location
aut henti cati on.

21



TH'S PAGE | NTENTI ONALLY LEFT BLANK

22



I'11. WRELESS LAN SECURI TY

The problem with the 802.11 standard in its
current configuration according to net wor k

security author Bruce Schneier 1is that the
security protocols fail to achieve their intended
objective. “They are not only insecure; they are
robustly insecure. The insecurity is woven into
the fabric of the wireless protocol, which nakes
it much har der to fix.”
(http://ww. cioi nsight.comarticle2/0,3959, 394702
, 00. asp)

A general understanding of current security neasures,

as they are applied to IEEE 802.11 networks, is useful to

under st andi ng t he per si st ent MJ aut henti cation
vul nerability t hat | ocati on aut henti cati on coul d
potentially mtigate. The follow ng paragraphs provide a

brief summary of existing wireless LAN security measures
and their shortcom ngs.
A EVMBEDDED 802. 11 SECURI TY MEASURES

There are a nunber of network techniques that depend
on sone facet of the 802.11 specifications, or hardware
manuf acturers’ inplenentation of the standard, to provide a
measure  of protection to W.ANSs. Their collective
i nadequaci es however, should not be considered a reflection
of poor system design but rather a nunmber of conscious
tradeoffs made to enhance the utility of W.ANS for nornal
MJs.

1. Wred Equival ent Privacy (VEP)

As explained in Chapter 1II, WP is the primry
security mechani smincorporated into the 802.11 standard to
counter the hazards of passing data in the clear over an
open shared nedium It has the benefit of being a

reasonably strong encryption scheme (provided its shared
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key is rotated on a frequent basis) while still being |egal
to export overseas fromthe U S It is self-synchronizing,
which allows for the loss of individual data franes w thout
requiring reinitialization; and it can be efficiently
inmplemented in either hardware of software. (Barnes, P.
203)

The main problem with WEP as it is carried out in
802.11 is that it reuses the 24-bit Initialization Vector
(I'V) that is conbined with a pseudo random nunber to
construct its secret key. Because the IV is relatively
short, and is transmtted in the clear as part of each data
frame’s MAC |ayer protocol, it wll be repeated wth
sufficient frequency that the rest of cipher can be
relatively easily cracked. By collecting a grouping of
simlar frames (such as TCP exchanges, which utilize
identical formatting fields for every frane) that have used
the sanme secret key and 1V, enough correlating data can be
conpared to reveal the secret Kkey. Most of the first
generation of WEP cracking progranms, such as AirSnort
(avail able at www. Shnoo.con), depends on this approach.
Addi ti onal t echni cal short com ngs in t he 802. 11
i mpl enentation of WEP al so continue to be brought to |ight;
these include: flaws in the state table used to generate
the first 256 bytes of WEP cipher stream vulnerability to
cryptanal ytic attack based on a conparison of the encrypted
version of a known nessage (intercepted along with the WP
IV through passive sniffing) to repetitive [V based
encryption conbi nati ons of the known text; and finally, the
possibility of inflicting undetected corruption on the data
in transit by manipulating the cipher text in special ways

that do not change its built-in cyclic redundancy checks.
24



The fact that WEP's wuse is optional, however, is
considered by many to be its nost glaring flaw because it
depends on users to actively coordinate its incorporation
into their W.ANS. When security depends on the novice MJ
or harried network admi nistrator to carry out additional
steps beyond those required to establish connectivity, it
often falls by the wayside. As Information Security
Magazi ne contends, actual WEP utilization rates (only 18 of
163 APs in one Boston nei ghborhood) are probably well bel ow
the reported 30 to 40 percent figure that is often reported
in industry journals. Further conmpounding this |ack of
precaution is the fact that a fair percentage of those that
do utilize WEP fail to change the well-known default
passwor ds. This | eaves intruders an easy path through the
WLAN security perinmeter wthout even needing to crack the
VEP key.

In summary, while the sinple act of properly
activating WEP will reduce the chances of one’'s network
bei ng exploited by casual “war drivers,” it wll obviously
not inpede a deternined intruder.

2. Service Set ldentifiers (SSID) and Beacon Frane
Contr ol

Recall from Chapter Il that APs and MJs send out
periodic frames intended to establish and maintain
connections within their BSS. One popul ar m sconception
hol ds that an open system can afford itself sone |evel of
privacy by omtting the network SSID from the AP s beacon
frames, ceasing to broadcast its beacon frane altogether,
or even setting the AP to ignore all MJ probe franes not
specifically addressed to its SSID. There are two probl ens

with any of these approaches however. The first is that
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these actions violate the Wreless Ethernet Conpatibility
Al'liance (WECA) standards colloquially known as “W-Fi.”
These standards ensure devices not enploying active
scanning are still able to make network connecti ons. Mor e
inmportant (from a security perspective) however, is that
the WAAN's SSID is broadcast in the clear as part of the
associ ation process, so potenti al intruders sniffing
traffic in the service area are able to obtain the
network’s SSID despite the admnistrator’s efforts to
withhold it.

3. MAC Access Control Lists (ACL)

Just as with wired LANs, WANs can enploy ACLs to
define a group of users that are authorized access to the
net wor k. If an MJ whose unique MAC address is not on the
ACL of the particular AP with whomthe MJ is attenpting to
establish an association, the connection wll be denied.
Unli ke wired LANs however, the ACL for an AP nust include
both the SSID (which has no equivalent in wired LANs) as
well as the client MAC address. W.AN MAC ACLs are
particularly vulnerable to MAC spoofing because their two
conponents are passed in the clear. The AP's SSID can be
easily sniffed as explained above, and the MAC address of
legitimate users may be simlarly obtained from each frane
that is passed between AP and MJ. It is a trivial
nodi fication to the WAN adapter client wutility that is
installed with the MJ hardware to change the MAC address of
the MJ to one that is known to be accepted by the target
AP s ACL. A further disadvantage of WAN ACLs is the
admnistrative expense to maintain them particularly if

the WLAN in question is subject to a high user turnover
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rate. Hence, ACLs are of very narginal use as a security
measure in WLAN envi ronnents.

4. Imunity to Session Hijacking

Because the 802.11 protocol is designed to be used in
a noisy, shared nmedium each MJ fornms an association wth
only one AP at a tine. This exclusive relationship
prevents outsiders from inserting thenselves into the
connection between AP and MJ (as in the classic “man in the
mddle attack”) but the M is vulnerable to spoofed
di sassociation or de-authentication notification franes

from attackers posing as the AP.

Anot her danger is that of the so-called “rogue AP.”
Because the 802.11 protocol is designed to operate in noisy
RF environnents, MJs will form an association wth whatever
AP neets their connection paranmeters and has the strongest
si gnal . Hence, an attacker may circunvent an MJ s nornal
connection to its AP by sinply presenting a stronger beacon
signal through the use of directional antennas and/or RF
anplifiers. Once the rogue AP has established a connection
with a legitimate MJ, it can extract additional network
information (such as WEP keys, user nanes, and passwords)
or go after files resident on the MJ itself.

5. Transmtter Power Levels and Connection Speed
Settings

As explained in Chapter 11, the 802.11b standard

provides for data link speeds of between 1 and 11 Mops.

DRS will determne the speed at which the MJ will connect

to the AP as a function of signal strength. The DRS

mechani sm can be manual |y overridden however, by specifying
a particular connection speed in the device' s configuration
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utility program If not set to “automatic”, the station

can connect only at the specified speed, or not at all

Most 802.11 devices are also capable of adjusting
their output Ilevels as a power conservation neasure.
Al though the FCC authorizes up to 1000 nW of effective
radiated power in the U S., manufacturers have built their
transmtters to operate at a maximum of only 100 nW to
ensure their exportability to other nore restrictive
nati ons. Hence, available power settings range from the
transmtter maximumto as little as 1 mW

The significance of these tw features is that
selecting a |low AP transm ssion power setting coupled wth
t he maxi num supported data |ink speed can enable a crude
form of range control over the W.LAN service area. Although
it would force nobst wusers to be within a dramatically
reduced service area (over which the network adm nistrator
can exert nore effective physical control), the WAN woul d
still be vulnerable to intruders with high gain directional
antennas connected to their MJ devices. The only
di sadvantage to this approach is that it increases the
range at which rogue APs can seduce WAN MJ away from
their network AP on the basis of its greater signa
strength conpared to the legitinmate AP.

6. Net wor k | npl enentati on and Physical Security

The final category of enbedded 802.11 security
concerns the trenendous flexibility the adm nistrator has
in its installation. A neticulous site survey is the key
to determining the optimal configuration for a WAN. By
i nvestigating the unique RF propagation characteristics of

the installation site, the admnistrator can enploy a
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conmbination transmtter of power tuning and antenna
selections to ensure that both service area coverage gaps
and uni ntended bleed-over are mnimnm zed. Al t hough omi -
directional antennas are by far the nobst common, an AP can
be just as easily deployed with a directional antenna. The
primary advantage to using directional antennas is that
they provide extended range service in the direction of
their gain axis while reducing it elsewhere. Figure 3.1
bel ow illustrates how a conbi nati on of antenna types can be
used to provide total service area coverage.

Omni-directiontal
propagation
pattems

Directional (Y agi) propagation pattem

Service area :

Figure 3.1 Sanple Network Antenna Pl acenent (Jim
Cei er Presentation)

APs are light and conpact. Their RF signal penetrates
ordinary building materials, and they require no additional
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Wi ring beyond a means to supply their power. This enables
their installation in i nconspi cuous or physi cal |y
i naccessible locations that prevent tanpering. The
Achill es heel of the W.AN however, is (predictably) the MJ
devi ce. Al t hough the 802.11 standard itself has nunerous
security weaknesses, these can be at l|least partially offset
by a vigilant network admnistrator. Ensuring proper MJ
configuration and physical security anong the community of
users the WLAN serves, can be a far greater challenge. The
remai nder of this chapter is devoted to a brief description
of sonme of the commercial security nodels currently being
applied as add on services to the 802.11 protocol in order
to aneliorate its security vulnerabilities.
B. REMOTE ACCESS DI AL- I N USER SERVI CE ( RADI US) AND 802. 1X
The IEEE is developing 802.1x as a standard for
aut henti cati on for bot h Wi red and Wi rel ess LAN
instal |l ati ons. The process is illustrated in Figure 3.2
below. In step one, the MJ requests authentication through
the AP. The AP responds to probe requests and executes
synchroni zation but holds connection authentication in
abeyance until server authentication is conplete. In step
two, the AP forwards the MJ s encrypted credentials to the
Aut hentication Server (AS) such as RADIUS, which allows
multiple MJs “to share the sane authentication database.
This provides a central point of managenent for all renote
network access.” (Brenton P.350) In the third step, the AS
val idates the user’s password against its access database
and access clearance is sent back to the AP If the
validation fails, the connection is termnated by the AP.
Step four involves the activation of the AP port, the

exchange of encrypted WEP keys, and full association with
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the AP. Finally in step five the MJis pernmtted access to
general network and file servers.

.-'------.--e.

.’ »*" Encrypted ~

Access 9 s

% point

41

‘t Authentication
Server

Figure 3.2 802.1x Authentication (Jim CGeier
Present ati on)

There are two mai n drawbacks to the 802.1x nodel. The
first is that the authentication database is in a single
| ocation that, if conpromsed, wuld Ileave the WAN
exposed. The second is that it does not provide conplete
network protection because it only addresses the need for
MJ aut hentication. |f used alone, the WLAAN will suffer the
same deficiencies in confidentiality as an ordinary WAN

because it nust rely on WEP to encrypt the data franes
bei ng exchanged.
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C. VIRTUAL PRI VATE NETWORKS (VPN) AND | NTERNET PROTOCOL
SECURI TY (| PSECQ)

VPNs enable MJs to establish secure connections to a
private network through an wun-trusted nedium typically
enpl oying the | EEE defined | PSec protocol as their security
mechani sm They also conplinent the security of an
aut hentication only schene, such as RADIUS. As illustrated
in Figure 3.3 below, VPN servers are integrated into the
wi red backbone of the W.AN in order to provide end-to-end
security of the exchanged data franmes exclusively through
the VPN link itself.

Becure VPN connection

File sarver

N
NoEnayptadWEPé —1 VLAN

a [T

Figure 3.3 VPN Security for 802.11 WLANS (Intel Wite
Paper)

VWP is safely taken out of the conmunications |link by

virtue of three distinct security elenents provided by

32



| PSec over the VPN connection. The first is the addition
of authentication information to the |IP header, preventing
access by unauthorized stations or alteration of the data
while en route. The second is the bulk encryption of part
of the authentication header and the entire data payl oad
using a shared key fornmed from any of several different
algorithms, thereby ensuring confidentiality of the data
franmes. Finally, there is the internet key mnanagenent
protocol that permts secure exchange of updated VPN shared
keys to all MJs over the VPN connection itself, through the
use of a separate public-private key set.

The disadvantages of VPNs are in the additional cost
required to add them to each network installation, the
bandwi dth that is consuned by passing each data bit in
encrypted form (which decreases the nunber of MU
connections that a single AP can support), and the overhead
to correctly establish VPN connections between the MJs and
each network they are used to access. M sconfigured VPNs
can be vulnerable to session hijacking exploits, and
protocol analyzers are capable of capturing frames passed
over a VLAN connection related to building the VPN session.
From this, the attacker may gain users names and passwords
for use in a replay attack. (Barnes p. 322)

D. | NTRUSI ON DETECTI ON SYSTEMS (| DS)

The newest addition to conventional WAN security is
specialized wireless |IDS systens. These systens provide
early detection of anomalous behavior on the W.AN through
the use of nedium scanning renote sensors deployed in the
vicinity of each AP. The server appliance, illustrated in
Figure 3.4, analyzes the service area traffic in real tine

and is capable of issuing disassociation frames to
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potential intruders it identifies through their use of the
| SM spectrum (such as excessive scanning or ad hoc network
formation) or MAC spoofing (based on a correlation of the
MAC address to other unique hardware and personal profile
characteristics that identify the authorized user). It can
also act against policy violations by legitinmate users
(such as installation of free agent APs by enployees
without IT staff approval, or excessive bandwi dth use.)
They also have advanced 1logging functions that enable
detailed forensic analysis, and perhaps best of all, they
give imediate warnings so that admnistrators can take
appropriate neasures to identify offenders and take
appropriate action.

Wireless

Stations |
Q Access Remote

Daints Sensor

- o

> ey
Wireless
Stations {‘ Server Appliance

Remote

Access
Points Sensor

N

Figure 3.4 WAN IDS Installation (A rDefense Wite
Paper)
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The mai n weaknesses of IDS systens are that while they
are effective at sensing intruders and unauthorized network
activity, they are expensive and cannot prevent passive
sniffing, or medium flooding by intruders executing Denial

of Service attacks.
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| V.  LOCATI ON AUTHENTI CATI ON

A GPS BASED LOCATI ON AUTHENTI CATI ON

In 1996, Dorothy Denning and Peter MacDoran introduced
the idea of using a dobal Positioning Satellite (GPS)
based nethod of absolute Location Authentication (LA) in
their security paper: “Location-Based Authentication:
G oundi ng Cyber space for Better Security.”
(http://ww. cs. geor get own. edu/ ~denni ng/ i nf osec/ G oundi ng. t x
t) The ability of their nodel to establish |ocation as an
i ndependent variable in both wired and wreless network
client service has sparked considerable interest in the
information security comunity. As a result, nost
di scussions of LA have focused on the GPS nodel as their
frame of reference. Al though the GPS nodel has excellent
potential for many commercial applications, particularly
those that transcend a single network |ocation, it cannot
be applied without a reliable GPS fix. Thi s requirenent
restricts its use from many indoor installations (where
satellite signal reception is poor) and also neans that its
use as a primary authentication nethod |eaves the network
vul nerable to sophisticated spoofing, or Denial of Service
(DoS) through sinple jamm ng techni ques.
B. THE SI GNAL STRENGTH ANALYSI S MJ LOCALI ZATI ON MODEL

A nore recently developed concept in MJ localization
is based on an analysis of MJ signal strength by two (or
nore) cooperating APs wth overlapping service coverage
areas. Application of RF propagation |loss nodels to the MJ
signal strength enables the MJ s position to be determ ned
quite accurately in at |east two ways. The first is by
correlating the MJ s current signal strength profile (with
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respect to all the APs able to authenticate the MJ) to a
dat abase that contains a virtual map of the service area
expressed in both geo-coordinates and signal strength
si gnat ures. The second nethod illustrated in Figure 4.1
below involves a triangulation of the MJs position by
conbining the findings of geonetrically convenient APs
whose range circles are calculated fromthe received signal
strength, a sinplified propagation |oss nodel, and an
estimate of the MJs signal strength ratio to arrive at a

realistic | ocation sol ution.

MU Location Solution

Figure 4.1 Signal Strength Extrapol ati on Localization

The nost significant problem with these approaches is
that they require nore than one AP to be in contact wth
the MU As a result these techniques cannot be scaled
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downward for inplementation in a single AP installation
envi ronment s. Anot her drawback is that if one of the APs
is noved, (a capability that is a significant selling point
for W.ANs,) the MJ profile database nust be conpletely
recalibrated to ensure accurate results (if they are still
possible to obtain). And finally, the requirenment for
having favorable geonetry to effectively triangulate the MJ
position nmeans that this nodel is only effective for
| ocating MJs inside the service area. A network intruder
utilizing a high gain antenna and/or anplified transmtter
outside the intended service area would present nore
unknowns than the nodel can accommodat e.
C THE RADAR- BASED MODEL OF LOCATI ON AUTHENTI CATI ON

As indicated in Chapter |, the intent of this thesis
is to explore MJ LA as a proof of concept study in a manner
that is distinctly different from signal strength analysis
or the GPS nethods introduced above. It is based on a
radar nodel of |ocalization derived from three uni que W.AN
attributes described bel ow

1. Frame Acknow edgenent

The first characteristic t hat makes a r adar
| ocal i zation nodel possible is the 802.11 standard’'s
requi renent for network users to acknow edge receipt of
each franme that is addressed to them nuch like the return
of radar pulses off targets within the radar’s line of
si ght and range.

2. NAV Functi on

A second factor built into the 802.11 standard that
enabl es range finding through sinple frame exchanges in a
W.AN is the existence of the NAV. As explained in Chapter
Il, the NAV is a general term for the variable period tine
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conprised of appropriate SIFS, PIFS, or DFS, plus backoff-
wi ndow, that each station incorporates into its network
synchroni zation reference table. The el enment of randomess
incorporated into the NAV as a result of the backoff w ndow
is the primary mechanism that facilitates the collision
avoi dance feature of 802.11's MAC |ayer CSMAN CA protocol
However it is also wupdated by every frane a station
receives across its antenna. If the franme is not addressed
to a particular receiving station, that station’s NAV table
is incremented by a fixed value contained in the
Duration/ID field of the frame’s MAC header. Thi s
guarantees the franme’'s addressee a reasonable interval to
transmt an ACK frame back to the data frane’s originator
wi thout the risk of colliding with other traffic.

The significance of this behavior to LA is that
because there is no intervening traffic over the WAN
between frame transm ssion and acknow edgenent receipt, the
time between these two events can be neasuring directly,
without having to identify or <correlate other signals
recei ved by the antenna. In other words, the NAV enabl es
i mredi ate, signature-less RF tinme of flight calculations at
the MAC | ayer because of protocol collision avoidance and
the assunption that the identity of the ACK frane
originator is the recipient of AP's |ast transm ssion.
Thi s behavior is sonmewhat anal ogous to the directed beam of
a rotating radar transmtter, which only sees returns from
targets positioned inside of the transmtter’s beam w dth
(rather than its entire search area) at any one tine.

It is significant to note that since only stations
W thin conmuni cations range of the franme originator perform
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NAV updates, the radar nodel of LA should be nore
successful when enployed on infrastructure networks. The
increase in collisions that are likely to occur in ad hoc
networks w th hidden nodes (when the data franme of one
distant MJ collides wth the ACK frame of another) wll
make ACK franme | atency neasurenents nore difficult.

3. Acknowl edgenent Frane Del ay

The final characteristic of WLANs that conplenents the
radar nodel is that ACK franes are automatically handl ed by
W-Fi conpliant hardware at the MAC | ayer. Because of
this, they are generated with a consistent, fixed interna
processing delay before being transmtted back to the
station that is the data frame’s source. The result is
that although the response is delayed, it is postponed by a
fixed value that can be factored out of the roundtrip tine
measur enent used to establish the station’s range,
effectively vyielding the desired mrror-like target
behavi or that underlies radar range cal cul ati ons.
D. TI ME OF FLI GHT MEASUREMENTS

The final factor in the radar nodel of LA is the speed

of RF waves through the air. This constant is what allows
the direct application of the classic Distance = (Tine) X
(Speed) equati on. Thus, by neasuring the |atency between

the tine a frane is transmtted and the tine its ACK frane

is received, the range between the tw conmmunicating

stations can be derived fromthe foll ow ng equation:
Ru=1[(Tr = Tr = Tp) X (2.997%8)] / 2

Wher e: Ru 1s the range between stations in neters
(AI'l time values bel ow are expressed in seconds)

Tr is the tinme of ACK frane receipt
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Tris the tine of data frame transm ssion
To is the tinme of MJ ACK frame generation del ay

2.997%8 is speed of RF waves through air in meters
per second

E. RADAR MODEL | MPLEMENTATI ON CONSI DERATI ONS

1. Layer Two Acknow edgenent vs. | CMP Ping Response

On the surface, it mght appear that a simlar range-
finding LA technique mght be possible by neasuring the
|atency of ICMP Ping commands between two W.AN stations.
By sinply counting the CPU clock cycles between ping
interrogation and reply, it would seem that the range
between the two stations should be fairly  easily
determined. Unfortunately, the interval over which the CPU
generates ping replies is slightly variable, resulting in a
distribution of values that are spread over too wde a
range to be useful. A difference of one mcrosecond in
ping response generation equates to a 150 neter range
deviation in the calculated range between stations. The
ping nmethod would al so be susceptible to range spoofing by
intruders capable of reducing their ping response
generation delay through the use of faster (or special
pur pose) processors than the ping originator anticipated.

2. Application to 802.11 Standard Variants

As will becone evident in Chapter V, This thesis
project was developed and tested utilizing |EEE 802.11b
har dwar e. The principles of radar nodel LA are valid for
any 802.11 conpliant format however, and should be
conpletely transferable to 802.1l1a, 802.11g, and FHSS

installations discussed in Chapter 11
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F. LA WTH N THE OVERALL NETWORK SECURI TY PI CTURE

Properly inplemented, LA should be able to provide a
spoof resi st ant nmet hod of user characteristic
aut hentication (akin to the current utilization of bionetic
traits) as the basis for authenticating legitimte WAN
users. It could be used alone, or in conjunction with one
(or both) of the other nmethods in the authentication triad:
user know edge, (usually inplenmented in software through
the use of user nanmes and passwords), and user possessions
(such as snmart cards, or other tokens that are inplenented
t hrough hardware devices). It does not require any
alteration to MJ equipnent, and is fully conpatible with
ot her security measures such as authentication servers, VPN

i npl enentation, and I DS systens explained in Chapter I11.

Al t hough LA does not address passive attacks based on
eavesdropping, it should provide excellent protection from
active network attacks. Its strength lies in its ability
to enable an AP to recognize whether or not its MJs are
operating from wthin the perinmeter of a pre-defined
service area, thereby reducing the physical area over which
a WAN system admnistrator nust be vigilant to a
manageabl e si ze.
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V. RADAR- BASED LA TEST DESI GN AND RESULTS

This chapter docunents a proof of concept study
conducted to determine if the range between a host AP and a
client MJ can be determ ned using the radar nodel of LA and
off the shelf hardware. By measuring the latency of a
series of layer two data acknow edgenent control framnes
sent by and in response to a corresponding series of data
frames initiated by an AP, it should be possible to
di stinguish the reply of a nearby MJ from a nore distant
one. The goal is to acconplish this wth sufficient
accuracy to be of wuse in a security application that
prevents the formation of AP association beyond a specified
range.

A LOCATI ON AUTHENTI CATI ON PROOF OF CONCEPT TEST DESI GN

Testing for this location authentication project was
performed using two nobile user WLAN adapter cards to form
an ad hoc network, the ternms Access Point (AP) and Mbbile
User (MJ), as they are described earlier, have been applied
for purposes of clarity in distinguishing between the two
stations. Wiile the differences between an ad hoc network
conprised of two MJs and an infrastructure network forned
between a true AP and multiple MJs are not trivial, wth
the exception of the central tinme keeping function
per f or med by t he AP  (discussed bel ow) t hey are
constructively the sane.

1. WLAN Har dwar e

Intersil Corporation’s Prism chipsets are sone of the
nmost wdely wused inplenentations of 802.11b conpliant
har dwar e. They conprise the physical and MAC |ayer
interface for both APs and MJs and are made up of five main
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conmponents as depicted in Figure 5.1 bel ow From ant enna
to conmputer interface bus the five integrated circuit chips
are: Power Amplifier and Det ect or, Radi o
Frequency/ I nternedi ate Frequency Converter and Synthesizer,
“11Q Baseband Modul at or/ Denodul at or and  Synt hesi zer,
Baseband Processor with Rake Receiver and Equalizer, and

finally the Medi um Access Controller.

Antenna

Base Band Processor

1 THE HFASBAZ MUST BE SUPPLIED WITH A
SEPARATE iy CLOCK WHEN P58 13 USED.

Figure 5.1 Prism2, 11Mps Chip Set Overview
(http://ww intersil.com design/prisnmser-pii-
11nbps. asp)

Both the G sco AIR-PCVB40 W.AN adapter (used for the
MJ station) and AIR PCl 350 WLAN adapter (used for the AP)
are built fromthis chip set. The only differences between

the two are their maxinmum transmtted power output (30mMV
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for the PCM340 vs. 100nW for the PCI 350) and physical
connection to their host conmputer. As shown in Figure 5.2
bel ow, the PCM340 connects to the PCMCIA slot of a laptop
conmputer, while the PCI350 connects to a standard desktop
conmput er PCl expansion slot.

R

PCM340 (PCMCIA) PCI350 (PCI)

Figure 5.2 W.AN Adapter Interfaces
([http://ww. seatt| ewi rel ess. net/
i ndex. cgi /G scoAironet])

2. Access Point Hardware Modifications

One of the benefits of the radar LA nodel is that no
nodi fications to the MJ are necessary. |In order to neasure
the |atency of ACK frames received fromthe MJin reply to
AP data frane transm ssions however, appropriate signals
fromwthin the AP WLAN adapter chip set nust be selected
and accessed by our neasuring equipnent. The object is to
extract both transm ssion pulses and receiver signals in
such a way that a unique outbound data franme can be used as
the trigger to start a precision tinmer that would be
stopped by the arrival of the corresponding ACK frane.
From an inspection of the Prism 2 chipset conponent pinout
di agrans, three appropriate |eads (and common ground) were
identified on the Baseband Processor chip designated as
pins 54, 56, 59, and 61 in Figure 5.3 bel ow
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CITX IF_AGC
FJRX IF AGC
] COMPCAP1

u

COMPREST [

Figure 5.3 Intersil HFA3863 Baseband Processor with
Rake Recei ver and Equali zer
([http://ww.intersil.confdata/fn/fn4/fn4856/fn4856. pd

f1)

Intersil Corp defines the pins’ functions as foll ows:

Pin 54, MD RDY is an output signal to the network
processor, indicating header data and a data
packet are ready to be transferred to the
processor. MD RDY is an active high signal that
signals the start of data transfer over the RXD
serial bus. MDD _RDY goes active when the SFD
[start franme delimter] is detected and returns
to its inactive state when RX PE goes inactive or
an error is detected in the header.

Pin 56, G\NDd (Digital) DC power supply 2.7-3.6V,
gr ound.

Pin 59, TX RDY is an output to the externa
network processor indicating that preanble and
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header information has been generated and that
the HFA3863 is ready to receive the data packet
from the network processor over the TXD serial
bus.

Pin 61, (RX_PE) Wen active, the receiver is

configured to be operational, otherwise the
receiver is in standby node. This is an active
hi gh input signal. In standby, RX_PE inactive,
all RX A/D [analog to digital] converters are
di sabl ed.

Accessing the pins required the renoval of the chipset
card from the PCl adapter housing and cutting through its

netal casing to expose the baseband processor chip.

|

-

*r} L 73020020 T S\ s g
WasumrveTos I

L 730200207 &
12 sopsmaden o

Figure 5.4 Modified AP W.AN Adapter and Size
Ref er ence

Electrical leads were mcro-soldered to the pins of
interest and secured to the edge of the opposite side of

the circuit board before replacing the entire card back
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into the PClI adapter housing. Figure 5.4 above shows the

conpl eted wiring job.
3. Measurenent and Data Di spl ay Equi prent
The two instrunents used to gather data from the AP

base band processor are shown in Figure 5.5 bel ow

Advanced Test Equiprneﬁ
2000

HP 54510A Digital Oscilloscope Philips PM6680 Timer/Counter

Figure 5.5 Tine Measurenent Equi pnent

Wiile the oscilloscope was very hel pful in providing a
clear picture of the signal exchange between AP and MJ, the
timer provided the quickest neans of obtaining nunerous
precision neasurenents of the tine interval between AP
antenna events. Figure 5.6 (taken from a three channel
osci | | oscope) illustrates t he relati onship bet ween
transm ssion and reception pulses associated with a single
data frame transmssion utilizing the four-way RTS CTS-
SEND- ACK exchange expl ained in Chapter I1.
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Figure 5.6 Oscilloscope View of Data Frame Exchange

The top trace ( Channel 2) depi cts out goi ng
transm ssion pulses drawn from the baseband processor’s
TX_RDY (pin 59) signal; the mddle trace (Channel 1)
di splays incomng RF pulses received by the AP from the
MD RDY (pin 54) circuit; and the bottom trace (Channel 3)
shows the shift in antenna state (from transmtter to
receiver and back again) drawn from the RX PE (pin 61)
connection to the base band processor. As seen in the
figure above, the AP to MJ franme exchange begins with the
AP transmitting an RTS frane. The second significant event
is the rise in RX PE (on Channel 3), which is coincident
with the end of the RTS transmi ssion. Next cones the rise

in MD_RDY (on Channel One), corresponding to the tine at
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which the incomng CTS frane is received fromthe MJ  The
RX PE voltage level then drops at the sanme tine as the
MD RDY trace indicating that the incomng CTS franme has
ended and the antenna has returned to transmt node. The
cycle is then repeated with the AP's transm ssion of the
data frame and receipt of the ACK frame fromthe MJ

From a range finding standpoint, the interval of
interest runs fromthe tine that TX RDY falls (denoting the
end of the AP transmi ssion) until the rise in NMD _RDY (when
the incomng MJ reply is first detected at the antenna).
This value represents the outbound tine of flight, plus
MJ s MAC | ayer ACK frane generation delay, plus return tine
of flight. The interval can be neasured by subtracting the
tinme value of the falling TX RDY pulse, marked at sone
consi stent voltage point (the vertical scale value of the
signal trace) from the later tinme value corresponding to
the first rise in MD_RDY

4. Net wor k Set up

Establishing the ad hoc network between the AP and MJ
was a two step process. It was acconplished by first
configuring a private Cass “C network on both stations
utilizing the Wndows LAN connection TCP/IP properties
wi ndow to assign each station a conpatible network address.
(The AP's assigned |IP address was 192.168. 100. 100 while the
MJ was set to 192.168.100.200). The Aironet Cient Uility
program s “profile manager” was then used to input a unique
name, shared SSID, and channel assignnment on both stations.
VWEP was not enabled on the network in order to keep the
link between the two stations as clean and sinple as
possi bl e. Figure 5.7 below shows the AP s settings as
summarized in the Cient Uility “status” w ndow.
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2] 350 Series Status - [thesis]
Cormmands Cptions Help

350 Senes PCI

Device =
E @ E’m Manufacturer = Cizco Spstems, Inc.
: s Firmware Yersion = WVa42530
chle  Status. Statistcs | ool Block Version = 1504354
RERI NDIS Driver Version - vB23
Detault Profile = thesis
Current Profile = thesis
IUsing Short Radio Headers = Mo
Using Message Intearity Check = No
‘ Server Bazed Authentication = Mone
Py WEP [wired Equivalent Privacy] = Disabled
Authentication Type = Open
Antenha Selection = Ru-»Primary Orly Te-»Primary Only
Channel Set = Morth &merica : :
Client Mame = gieeencard
MAL Address [Factary) = 000884 47:.CCE1
IP Address = 192.168.100.100
Current Link Speed = 11 Mbps
Data Rate = 11 Mbpz Only
Current Power Level =100
Available Power Levels = 1,5 20,30, 50, 100 i
Ai ro Channel [Frequency) = B [2437 MHz)
Status = AdHocMode
S5ID = 092802
Metwork. Type = AdHoc
Pawer 5 ave Made = [CAM
Beacon Period = 100 ms.
Up Time (hh:mrm: 23] = [01:53:05
‘aur 350 Series is in AdHoc Mac
Current Signal Strength > -45 dBm
Current Maize Level | -95 dBm
Signal To Moize Ratio 52 dB

oKk | Hep |
start|| | ] @& <3 ||| aironet client utility Bt nzam
Figure 5.7 AP Configuration Status D spl ay

5. Network Traffic Ceneration

A steady stream of outbound data franes was highly
desirable to facilitate the collection of MJ ACK franes
during testing. The WS Ping ProPack wutility suite from
I pswitch Corp. provided a convenient neans of generating
multiple data frames of a fixed size. This made
di stingui shing outbound data franmes from RTS or outgoing
ACK frames from the AP (after the ping reply was received
fromthe MJ) nuch easier on the oscilloscope. The graphic
user interface for the “Ping” utility is shown in Figure
5.8 below. It shows the IP address of the MJ bei ng pinged,
the size of the ping packet (in bytes), the ping reply tine
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in mlliseconds (a nunber far too rough to be of use in MJ

range finding) and the status of MJreply to each ping.

S_Ping ProPack B ] 3

File Edit Help

Scan I SHIP I Wwintet | Throughput I About
Infa I Time | HTML  Ping | TraceR oute | Lookup | Finger | wihois I LDAP I Qunte

Host Name of IP Address: [152.168.100.200 =] Lstview | Hep | Ciear [[ stan |
Count: {100 =) Delap [sec): 0 i
| I L
Size: |EDD _|::' Timeout [mz): {500 _:I —_—

12 packets zent; 12 packets received; 0% lozt. Round tip times [mz]: Minimum: O, b aximum: 0, dverage: 0

# | IF address | b_l,ltes| ms| Statug |
1592.168.100.200 500 Success
152.168.100.200 500 Success
1592.168.100.200 500 Success
152.168.100.200 500 Success
1592.168.100.200 500 Success
152.168.100.200 500 Success
1592.168.100.200 500 Success
152.168.100.200 500 Success
1592.168.100.200 500 Success
152.168.100.200 500 Success
1592.168.100.200 500 Success
152.168.100.200 500 Success

L0000 =) O3 LT 4 L0 Pa
coooooooooooo

|Ping is used to determine if a network device is reachable,

start|| | ] @& <3 | || ws_ping Propack &7untitled - Paint | G Bt 1a0am
Figure 5.8 WS Ping ProPack “Ping” UWility Interface

6. Measur enent Procedures

The time interval between the end of data frane
transmssion and MJ ACK frame receipt was neasured at
di stances between O and 100 neters wusing both the
oscill oscope and tiner/counter. Since the radar nodel
assunes a fixed value for the ACK franme generation delay,
it was necessary to take zero neter separation nmeasurenents
to confirm and establish a range of baseline MJ Processing
Delay (Tp) val ues. Then, having established a nean zero
range ACK frame delay, additional neasurenents were taken
at various distances to see if the increasing ACK frane
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delay observed in the data could be statistically
correlated to the corresponding increase in AP to MJ

separati on.

The 100 neter maxi num di stance was selected to ensure
that the MJs 30 nW transmtter was within the 11 Mops
outdoor range rating of 120 neters. It was al so deened
that since LA is to be used as an intruder prevention
nmeasure, the enphasis of the project should be on
establishing the mninmmresolution that can be achieved in
order to support AP access exclusively to nearby MJs.

Measurenents taken on the HP 54510A oscill oscope were
much slower than those taken wth the tiner/counter.
Consequently, the nunber of neasurenents taken at each
di stance was nuch lower than when the tinmer/counter was
used. Wth the oscilloscope it is necessary to capture a
single set of frane exchanges by pressing the run/stop
button on the instrunent. Experience showed that a 200
m crosecond trigger delay (with the tinmebase set at 50

m croseconds/ di vision) was the best window to nonitor the

irregularly appearing frane exchanges. The HP54510A
oscil | oscope supports linear interpolation up to a factor
of 50. In other words, wth the tinmebase set at 50

m croseconds/ di vision during trace capture, time difference
nmeasurenents can be taken at a resolution of 20 nanoseconds
by shifting the delay as necessary to keep the trace point
of interest on screen while expanding the tinebase to 1

m cr osecond/ di vi si on

Measurenents taken with the timer/counter wer e
gathered by sinply pressing the display hold button at
random intervals and recording the values of appropriate
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neasurenents that appeared. Because the tinmer/counter
presented a steady stream of noise (apparently random
values in the mllisecond range) in between wvalid
m crosecond neasurenments, it required patience and multiple
attenpts to halt the display on a valid data point. The
timer/counter was set to trigger the start timer event as
the TX RDY signal dropped through 1.5 volts (just under
half the energized voltage level) and stop as the MD _RDY
signal rose through the sane voltage point. The zero neter
Tp nmeasurenents established a value of approximtely 160
m croseconds as the basis for valid nmeasurenents.
B. DATA AND ANALYSI S

Figures 5.8 and 5.9 below provide a graphic summary of
the data franme transm ssion conpletion to MJ ACK frane
receipt tinme interval neasurenents taken via oscilloscope
and timer/counter respectively as part of a range-finding
field test. The i ndividual measurenent values are

presented in Appendi x B.

HP 54510 Digital Oscilloscope Data
161.5l
L J
o - 161 ' | -00076x+ 150.96
= C 160.5
23 !/‘/t/
T g
=
S S 1595 |
SE
159 % o .
158.5 1 T T T T T T T 1
0 12.5 25 37.5 50 62.5 75 87.5 100
AP to MU Range (meters)

Figure 5.8 Gscilloscope Data Sunmary
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Philips PM 6680 Timer/Counter Data

161.5000

y=0.007x+ 159.89

161.0000

160.5000

160.0000

Round Trip Time
(microseconds)

159.5000

159-0000 T T T T T T T T 1
0.0 125 250 375 500 625 750 87.5 100.0

AP to MU Range (meters)

Figure 5.9 Tiner/Counter Data Summary

Al though the smaller sanple size and clustered val ues
of the data points represented in Figure 5.8 (based on 20
neasurenents for each range value tested) nmke the
rel ati onship between tinme and distance appear nore tenuous
than in Figure 5.9 (which is based on 100 neasurenents per
tested range value), the |east squares regression lines
cal cul ated for each set of data have nearly identical slope
values: 7.6+ 3.1 nsec/m of range for the oscilloscope data
and 7.0+ 0.8 nsec/m of range for the tiner/counter data
with 95% confidence. The actual speed of round trip RF
propagation tinme (6.7 nsec/m of range) falls well wthin
the specified interval for both sets of test data,
confirmng their validity. W can expect the value of the
regression lines to continue to fall <closer to the RF
propagati on speed figure as the nunber of data sanples is

i ncr eased.
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Because there is an overlap in the range of values we
expect at the various AP to MJ ranges, it is necessary to
take nultiple neasurements to distinguish between any two
gi ven range val ues. Naturally, the nunber of required
measurenents is directly related to the desired resol ution.
For any given degree of certainty, a range resolution of
(D, requiring (N nmeasur enent s, wi || require 4(N)
nmeasurenents to discern a difference between two MJs
separated by a reduced distance of (D/2. Thi s
relationship is illustrated in Figure 5.10 bel ow, according
to the sanple size determ nation fornula:

n = (Z%> sigma?/e*> (Berernson, p. 384)
wher e: n = sanple size (nunber of neasurenents)

Y4

the appropriate nunber of standard devi ations
to achieve the desired | evel of certainty.

Si gma? = variance of sanple data distribution*
e = data sanpling error*

* The descriptive statistics report for each set of
timer/counter data (in Appendix C) indicate a slight
decrease in variance and standard error as range increases.
We shall use the highest values observed at any range (O
neters) as a conservative estimate of the population
variance and standard error for constructing Figure 5.10,
the resolution vs. sanpling requirenment chart.
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Figure 5.10 LA Resolution vs. Sanpling Requirenent for
Ti mer/ Count er Dat a

Wiile it may appear that range resolutions beyond 50
neters would require progressively fewer data neasurenents,
it should be noted that the central limt theorem dictates

that the nunber of sanple neasurenents should be kept to at

| east 30 in order to ensure a reasonably nornal
di stribution about the nean. The relationship between
confi dence | evel , range resol ution, and sanpl i ng

requirenent can also be depicted for a fixed range
resolution value, as in Figure 5.11, reflecting the direct
correlation in confidence |evel to changes in the nunber of

measur enent s.
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Figure 5.11 Sanpling Requirenent vs. Confidence Level
for Timer/Counter Data

C MJ ACK FRAME GENERATI ON VARI ATI ON CONSI DERATI ONS

From the experinmental data sets we see that the
variation in data franme transmssion to ACK franme receipt
is approximately 1.3 to 1.5 mcroseconds, a relatively
| arge variation conpared to the round trip tinme of flight
that we are attenpting to nmeasure. Collecting a |large
nunber of sanple neasurenents helps snmooth this jitter to
the point that an average value can be included as part of
the fixed MJ ACK frame generation delay, but it is
i mportant to account for its various conponents, the sum of
whi ch shoul d account for the range of variation seen in the
field test measurements summari zed above.

1. Ti me Synchroni zation Function (TSF) Slippage

Unlike a normal BSS, there is no master tine keeper in
an 802.11 conpliant IBSS (ad hoc) network. Accordi ngly,
“each sta[tion] in an IBSS shall adopt the timng received

from any beacon or probe response that has a TSF val ue
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later than its own TSF tinmer.” (IEEE 802.11 Section
11.1.1.2) Thi s can al so t ake pl ace when t he
synchroni zation of two comrunicating stations is adjusted
by the duration value contained in the ACK frane. As a
result we can expect that there may be an occasional slip
of one mcrosecond (the fundanental uni t of TSF
ti mekeeping) between TX RDY and MDD _RDY synchronization
during the span of one data franme transmssion to ACK
recei pt by the AP. We should not expect this degree of
variation when inplenenting the radar LA nodel on a
standard BSS.

2. Del ay Spreadi ng

Delay spread is associated with nmultipath signa
return and is inversely proportional with data throughput
settings. The slower a station expects to comrunicate with
another, the longer it allows for a strong signal to arrive
and the nore sensitive its receiver setting. As a result,
indirect “multipath” signals may arrive that are stronger
than the faster direct path signals and becone the signal
that the receiver actually processes. For the Aironet 350
network adapter the delay spreading value at 11 Mps is
approxi mately 140 nsec.

3. Signal Arrival to Signal Processing Del ay

A small anobunt of variation in processing delay wll
al so occur due to msalignnent of RF signal energy arrival
time and the onset of a new baseband cl ock cycle. If the
signal arrives out of sync with the 44 Mz clock that
governs MAC |layer processing, it wll not be processed
until the beginning of the next clock cycle. This wll
produce a jitter of up to 23 nanoseconds for both the

out bound data frane at the MJ as well as the returning ACK
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frame at the AP (for a total jitter range of 0 to 45+
nanoseconds). Transmtter response time is not a
contri but or to this variation because it remai ns
synchronous with the clock signal and is incorporated as
part of the fixed ACK frane generation del ay.

4. Measur ement Error

The final factor that accounts for sone of the range
in values observed during testing is sinple neasurenent
error. Signal noise in the 2.4 GHz spectrumis likely to
have sone effect on the neasuring equipnent timng trigger
introducing a variable amount of jitter to the overal
nmeasur enent s.
D. SUMMVARY

This chapter has docunented the set up, dat a
collection and analysis of a WAN |ocation authentication
technique intended to enable a nodified AP to distinguish
the difference between MJs positioned at various ranges
from the AP. Al t hough the variation observed in the data
was significant, the mgjority of it can be attributed to
the test network’s ad hoc construction. A statistical
analysis on the collected data indicates that this proof of
concept inplenentation is fully capable of discerning
between two different MJs separated by 10 neters or |ess,
given a sufficient nunber of data frane exchanges from
whi ch neasurenents can be taken. Inplenentation in an |IBSS

shoul d produce a considerably inproved resol ution.
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VI . CONCLUSI ON AND RECOMMVENDATI ONS FOR FURTHER
STUDY

A CONCLUSI ON

This thesis has denonstrated a radar-based nodel of LA
as a potential method of limting access to WANs to a
specific area  of cover age defi ned by a net wor k

adm ni strator. Figure 6.1 below illustrates the three
categories a nobile user could fall into as a result of its
i mpl ement ati on: The Inner zone terned the “Assured

Connectivity Area” is defined by the nmean ACK frane
generation delay tine of participating MJs, plus the round
trip time of flight for RF energy between AP and each MU.

The * Anbi guous Connectivity Zone” represents the area
in which legitimate clients nmay be denied service, but
intruders might still be able to nmake illicit connections
to the AP The depth of this zone will be equal to the
resolution of the system and as explained in Chapter V,
will be a function of the nunber of neasurenents taken by
the AP. The outside perineter of this circular area
represents the physical area over which the network nust be
guarded by other neans to prevent the occurrence of insider

attacks/intrusi ons on the AP.

Qutside of the Anbiguous Connectivity Zone lie the
areas in “Non-Connective Range”. The radar-based LA node
is designed to provide protection against net wor k

intrusions fromwrel ess users throughout this area.
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Figure 6.1 Radar-Based Location Authentication
| mpl ement ati on

| mpl emrentation of the LA nodel mnmight nake use of a
runni ng average of data frame ACK response tines to govern
connection status. This would enable the system to buffer
t he service area fringes to avoi d uni nt ended
di sassoci ations generated by the systenis connection
enf orcenent appar at us. It would also prevent an intruder
fromentering the Assured Connectivity Area to establish an
unaut hori zed connection and then noving outside the service
area to exploit it. Qovi ously the nunmber of neasurenents
that the system would use to govern resolution would also
determ ne the nodel’s response period to an MJ s changes in
range. The difference in connection time would be mnarginal
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(a matter of seconds) however, since neasurenents could be
taken with every data frane exchange.
B. VULNERABI LI TI ES

1. DOS Att acks

On the surface, it mght appear that sinply flooding
the AP with ACK frames would enable an intruder to satisfy
the requirement of answering the data frane al nost
imediately after a data frame is transmtted. Thi s
techni que could be easily defeated, however, by instituting
a filtering rule that specifies a “no earlier than” w ndow
for ACK franme arrival. If an ACK arrives before the
baseline ACK generation delay interval has elapsed, the
originating MAC could be identified and disassociated.
Aligning an ACK frame flood to coincide within the w ndow
of perm ssible values would therefore be extrenely
difficult to do. ACK frame flooding mght create enough
confusion to slow or shut down the W.AN conmuni cations |ink
between an AP and its MJs, however.

2. Cient Spoofing/ MAC Shari ng

One serious threat to the integrity of LA is the
possibility of an intruder using a snmall wreless device
pl aced inside the Area of Assured Connectivity to provide
the required ACK frames for an intruder positioned outside
the service area and using the same connection paraneters.
Countering this possibility wuld require continued
vigilance within the physical footprint of the Area of
Assured Connectivity, or other |ayered network connection
protecti on neasure such as VPN

3. ACK Frame Generation Delay M nimzation

Because only one vendor’s hardware was tested during

the course of this thesis it remins unknown whether there
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may exist other network adapters with shorter ACK frane
generation del ay. | mpl ementing a zero range value that is
too long could allow those with shorter delay cards to
falsely appear to be inside the Assured Connectivity Area
The prospects of potential intruders being able to adjust
an individual network adapter (either through firmvare or
hardware alteration) however, is considered renote.
C. OFFENSI VE POTENTI AL FOR RADAR- BASED LA

Network security techniques rarely have a solely
of fensive or defensive application. Radar - based LA is no
exception. In addition to its use as a neans to derive the
| ocation of MJs, LA could also be used by intruders to
refine the position of wunprotected APs. Most current AP
plotting software associated with wardriving utilities plot
a GPS fix at the user’s position when a connection to an AP
is made (creating a considerable offset error). Wth LA,
the intruder would be able to establish the AP's range from
their current |ocation and with the aid of their GPS
nodul e, triangulate the AP s exact location from two or
three well -positioned range fi xes.
D. LI M TATI ONS OF STUDY

There are two nmain |imtations of this proof of
concept study. The first is that as a |layer one security
solution there was no enbedded nethod for avoiding the
necessity of manual data neasurenent and sanple filtering.
The tediousness of <collecting a sufficient nunber of
accurate data points to be of use in discrimnating between
two MJ range values can hardly be overstated (especially
when performed on the oscill oscope). The second is that
the current nodel is a range-only solution. In order to

realize its full potential, the radar nodel of LA should be
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expanded to include an azimuth resolution capability as
descri bed bel ow.
E. RECOMVENDATI ONS FOR FURTHER STUDY

1. Measurenment and Filtering Autonation

The nost inportant inprovenent over the proof of
concept inplenentation of the radar LA nodel would be the
automation of the neasurenent and filtering functions so
that neasurenments can be taken quickly (and reliably)
enough to enable real world application of the nodel. The
nost obvi ous way to acconplish this would to incorporate an
internal precision timng and analysis card into the AP
conmputer platform The supporting software would then be
used to control neasurenment collection, filtering (to
elimnate erroneous neasurenents and spurious noise), and
st or age. The mneasurenent database would then be conpared
against a stored profile to ascertain whether the MJs
connection should be permtted. If it is not, a
di sassociate frame would be sent to that particular MJ to
termnate its connection.

2. Azi mut h Resol ution

Anot her | ogical extension of the radar LA nodel is to
provide a neans for establishing the azimuth position of
i ndividual MJs. A rotating directional receiver integrated
with the APs omi-directional service area antenna could
utilize MJ signal strength to establish the MJ s position
within the antenna’s beammidth (or less if the rotation
rate was correlated to the duration of narrow beam
connectivity). Once coupled with a range val ue provi ded by
t he exchange of data and ACK franmes, an MJ s position could
be fixed to within a cell defined by the prevailing range

and azi muth systemresol utions.
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3. Graphic User Interface Configuration Manager

Yet another refinenent to the inplenmentation of the
radar-based LA would be to incorporate a software program
to manage the LA functions within one nenu. This utility
woul d provide both the neans of control and a graphic
display of the inpact each setting has on the systems
function.

4. Cross Vendor Conparison of ACK Frane Generation
Del ay Val ues

A conparison of ACK frane generation delay values
anong all commercially available network adapter cards
should be perfornmed to identify the mninmum value, and
hence provide an LA inplenentation wth the safest (nost
conservative) Tp val ue.

5. WLAN | ntrusi on by MAC Shari ng

A study to investigate wvulnerability of an LA
i npl enentation to an intruder enploying MAC sharing would
al so be a fascinating investigation. It would exam ne the
viability of an intruder to share an authorized user’s ACK
frame LA by using the same MAC address, or utilizing a
hi dden device placed inside the Assured Connectivity Area
to provide tinely ACK frames to the AP (so as to defeat the
AP’ s LA protection) while occupying a position well outside

the i ntended servi ce area.
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APPENDI X A.  EXTENDED | NTERFRAME SPACE VALUE
CALCULATI ON

The | EEE 802.11 standard characterizes the Extended
Interframe Space value based on the physical nedium being
used (e.g. FHSS, infrared, 802.1l1a, 802.11b) and is defined

as foll ows:

EIFS = aSIFSTine + (8 x ACKSi ze) + aPreanbleLength +
aPLCPHeader Lengt h + aDI FS

Where: ACKSize is the length in bytes, of an ACK
frame; and (8 X ACKSi ze) + aPreanbl eLengt h +
aPLCPHeader Length is expressed in mcroseconds required to
transmts at PHY' s |owest mandatory rate (1 Mps). (IEEE
802. 11, section 9.2.10)

From Chapter 11, Table 1 we know that SIF and DI FS
durations are 10 mcroseconds and 50 m croseconds
respectively. The 802.11 standard (802.11 Handbook p.47)
specifies an ACK frane as 14 bytes long and the 802.11b
standard extension shows the Preanble length to be 144 bits
and PLCP header length as 48 bits.

Dividing the bit totals into the 1 Mps rate and
substituting these values back into the original fornula
results in: 10 + (8 x 14) +144 + 48 +50 = 364 m croseconds.
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APPENDI X B.

DATA TRANSM SSI ON TO ACK FRAME RECEI PT

TI ME | NTERVAL DATA

Oscilloscope Measurements

(in usecs for each separation range):

0.0 meters 12.5 25.0 50.0 100.0
158.900 159.040 159.060 159.900 159.920
159.060 159.060 159.960 159.960 159.960
159.060 159.060 160.040 159.960 159.960
159.060 159.120 160.040 159.980 159.960
159.140 159.960 160.040 160.020 159.980
159.160 159.980 160.040 160.020 160.040
159.160 160.020 160.060 160.040 160.120
160.020 160.020 160.060 160.040 160.960
160.040 160.020 160.060 160.040 160.980
160.060 160.040 160.060 160.060 160.980
160.080 160.040 160.060 160.060 160.980
160.100 160.040 160.140 160.060 160.980
160.100 160.060 160.960 160.080 160.980
160.120 160.060 160.980 160.920 161.000
160.140 160.080 161.000 160.920 161.020
160.160 160.080 161.040 160.960 161.020
160.160 160.160 161.060 160.980 161.040
160.180 160.200 161.060 160.980 161.080
161.040 161.060 161.060 161.020 161.080
161.080 160.634 161.080 161.009 161.080
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Timer/Counter Measurements

(in usecs for 0.0 meters separation range):

159.2967 159.5696 159.7058 159.9329] 160.3422
159.3421 159.5697 159.7059 159.9329 160.3423
159.3424 159.5699 159.7059 159.9333] 160.3426
159.3875 159.5699 159.7060 159.9336] 160.3873
159.3875 159.6147 159.7061 159.9338] 160.3878
159.3876 159.6149 159.7063 159.9782] 160.3880
159.3877 159.6149 159.7509 160.0246) 160.4329
159.3878 159.6149 159.7514 160.0247) 160.4330
159.3879 159.6151 159.7519 160.0248 160.4789
159.4331 159.6151 159.7520 160.1148 160.4789
159.4331 159.6152 159.7968 160.1599 160.4789
159.4332 159.6601 159.7969 160.1607| 160.4791
159.4333 159.6601 159.7969 160.1607) 160.5247
159.4334 159.6602 159.8423 160.2058 160.5693
159.4787 159.6604 159.8424 160.2059, 160.5696
159.4789 159.6605 159.8430 160.2060, 160.5697
159.5238 159.6606 159.8876 160.2967, 160.5699
159.5242 159.6609 159.8877 160.2968, 160.5700
159.5244 159.6609 159.8880 160.2970, 160.6150
159.5693 159.6610 159.8880 160.3421) 160.6605
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(in usecs for 12.5 meters separation range):

Timer/Counter Measurements

159.2970 159.6604 159.7971 160.0242)  160.3430
159.3428 159.6604 159.8422 160.0244, 160.3876
159.3429 159.6606)  159.8423 160.0245  160.3879
159.3878 159.6608  159.8423 160.0696) 160.4336
159.3879 159.7058]  159.8424 160.0698  160.4785
159.4331 159.7058]  159.8426 160.0699  160.4787
159.4333 159.7060 159.8426 160.0699  160.4788
159.4335  159.7060 159.8427 160.1150,  160.5243
159.4785  159.7061 159.8428 160.1151 160.5691
159.4790 159.7061 159.8875 160.1153]  160.5693
159.4798 159.7061 159.8878 160.1153]  160.5698
159.5240 159.7513]  159.8878 160.1605  160.5701
159.5240 159.7514 159.8879 160.1607]  160.6150
159.5329 159.7516]  159.8880 160.1608  160.6156
159.5343 159.7516]  159.9332 160.1610,  160.6607
159.5694 159.7518]  159.9333 160.2512)  160.6608
159.5695  159.7520 159.9337 160.2517]  160.7059
159.6151 159.7967)  159.9786 160.2970,  160.7061
159.6151 159.7969  1569.9787 160.3420, 160.7519
159.6159 159.7970 160.0240 160.3427]  160.7520
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(in usecs for 25.0 meters separation range):

Timer/Counter Measurements

159.3880 159.7968]  159.9788 160.2059  160.5243
159.5246 159.7969  1569.9788 160.2060,  160.5244
159.5692 159.8198]  1569.9788 160.2061 160.5692
159.5693 159.8420 159.9790 160.2061 160.5694
159.5693 159.8422 159.9791 160.2061 160.5697
159.5696 159.8423]  160.0239 160.2062]  160.5697
159.5699 159.8424 160.0240 160.2063|  160.5698
159.6149 159.8426/ 160.0241 160.2969  160.5699
159.6150 159.8427|  160.0242 160.2969] 160.6149
159.6153 159.8428  160.0243 160.3428  160.6150
159.6604 159.8878]  160.0248 160.3872]  160.6151
159.6609 159.8879]  160.0691 160.3878]  160.6152
159.7060 159.8879  160.0695 160.4334| 160.6600
159.7061 159.8879  160.0697 160.4787,  160.6603
159.7513 159.9331 160.0700 160.4789  160.6604
159.7513 159.9332 160.1155 160.4789 160.6608
159.7516 159.9334 160.1602 160.5239  160.7060
159.7516 159.9336] 160.1604 160.5239|  160.7060
159.7518 159.9337]  160.1607 160.5241 160.7513
159.7965  159.9787] 160.1608 160.5243  160.7516
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(in usecs for 37.5 meters separation range):

Timer/Counter Measurements

159.3328  159.8880, 160.0694) 160.1607| 160.5699
159.6605  159.8881 160.0694, 160.1608 160.6149
159.6607) 159.9330, 160.0694, 160.2057] 160.6151
159.7509  159.9331 160.0695  160.2058] 160.6152
159.7513] 159.9331 160.0697] 160.2059] 160.6602
159.7518 159.9331 160.0697] 160.2059  160.6605
159.7518  159.9332 160.0697| 160.2059] 160.6605
159.7967) 159.9333] 160.0698] 160.2063] 160.7057
159.7968 159.9334) 160.0698] 160.2066] 160.7059
159.7969 159.9335 160.0699 160.2512] 160.7060
159.7969 159.9338 160.1150, 160.2514] 160.7063
159.7970, 159.9785 160.1150, 160.2968] 160.7515
159.7971 159.9788 160.1151 160.2969  160.7966
159.7972] 159.9788 160.1151 160.2970, 160.7968
159.8420, 159.9790, 160.1151 160.2972]  160.7968
159.8424) 159.9790, 160.1154) 160.3422] 160.8420
159.8426) 160.0242] 160.1155 160.3429] 160.8423
159.8427) 160.0243] 160.1601 160.4330, 160.8875
159.8878 160.0246] 160.1605 160.4336] 160.8878
159.8879  160.0691 160.1606) 160.4787 160.8881
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(in usecs for 50.0 meters separation range):

Timer/Counter Measurements

159.5332 159.9331 160.1150 160.2970,  160.7062
159.7061 159.9333]  160.1150 160.2970,  160.7063
159.7512 159.9336) 160.1151 160.2973]  160.7065
159.7512 159.9338 160.1151 160.3425  160.7511
159.7514 159.9339]  160.1151 160.3428  160.7512
159.7514 159.9787) 160.1151 160.3873]  160.7512
159.7522 159.9789  160.1152 160.3880, 160.7515
159.7970 159.9790 160.1152 160.3881 160.7518
159.7970 159.9790 160.1153 160.4334), 160.7519
159.7970 160.0240 160.1156 160.5240,  160.7969
159.7972 160.0241 160.1157 160.5241 160.7969
159.7972 160.0241 160.1602 160.6151 160.7970
159.7972 160.0242 160.1609 160.6152)  160.8247
159.8873 160.0692 160.1609 160.6159  160.8421
159.8876 160.0695  160.1612 160.6602]  160.8423
159.8879 160.0698  160.2058 160.6603]  160.8423
159.8880 160.0699  160.2059 160.6604, 160.8427
159.8881 160.0700 160.2060 160.6607) 160.8428
159.8882 160.0701 160.2060 160.7059  160.8880
159.8882 160.1150 160.2512 160.7061 160.8881
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(in usecs for 75.0 meters separation range):

Timer/Counter Measurements

159.7966 160.0240 160.1605 160.2970,  160.5241
159.7970 160.0240 160.1606 160.2970,  160.5246
159.8423 160.0241 160.1607 160.3421 160.5693
159.8425  160.0242 160.1607 160.3422]  160.7058
159.8873 160.0243]  160.2059 160.3422]  160.7060
159.8876 160.0690 160.2059 160.3422]  160.7062
159.8877 160.0694 160.2059 160.3423]  160.7062
159.9329 160.0696]  160.2059 160.3423  160.7518
159.9330 160.0697)  160.2061 160.3423  160.8419
159.9331 160.0697]  160.2063 160.3650, 160.8422
159.9332 160.0697]  160.2505 160.3877]  160.8877
159.9786 160.0697)  160.2511 160.3877  160.8878
159.9786 160.0699  160.2512 160.4331 160.9333
159.9786 160.1149  160.2516 160.4334) 160.9334
159.9787 160.1150 160.2516 160.4335  160.9336
159.9788 160.1154 160.2518 160.4784) 160.9336
159.9789 160.1154 160.2968 160.4785  160.9787
159.9789 160.1154 160.2968 160.4785  161.0239
160.0239 160.1601 160.2969 160.5239  161.0697
160.0240 160.1605  160.2969 160.5240, 161.1150
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Timer/Counter Measurements

(in usecs for 100.0 meters se

aration range):

160.1149 160.4329 160.5239 160.6603 161.0698
160.2058 160.4329 160.5239 160.6605  161.0698
160.2058 160.4329 160.5240 160.6605  161.0698
160.2059 160.4330 160.5241 160.6608 161.1150
160.2063 160.4333 160.5241 160.7057 161.1151
160.2510 160.4334 160.5241 160.7057 161.1599
160.2515 160.4784 160.5241 160.7059 161.1604
160.2515 160.4785 160.5241 160.7059 161.1606
160.2517 160.4785 160.5241 160.7510 161.1607
160.2517 160.4786 160.5242 160.7515  161.1608
160.2518 160.4786 160.5696 160.7966 161.2514
160.2519 160.4787 160.5696 160.7967 161.2517
160.2967 160.4788 160.5697 160.7969 161.2519
160.2968 160.4788 160.5700 160.8420 161.2966
160.2968 160.4789 160.6148 160.8426 161.2967
160.3421 160.4789 160.6149 160.8978 161.2969
160.3425 160.4790 160.6150 161.0238 161.2970
160.3426 160.5239 160.6153 161.0240 161.3422
160.3878 160.5239 160.6601 161.0691 161.3423
160.3879 160.5239 160.6602 161.0698 161.3876
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APPENDI X C.

DATA TRANSM SSI ON TO ACK FRAME RECEI PT

TI ME | NTERVAL SUMVARY AND REGRESSI ON STATI STI CS

Oscilloscope Data (in microseconds):

Range 0.0 meters

Range 12.5 meters

Mean 159.841| [Mean 159.959
Standard Error 0.144218219| |Standard Error 0.123684446
Median 160.07| |Median 160.04
Mode 159.06| [Mode 160.04
Standard Deviation 0.644963483| [Standard Deviation 0.553133657
Sample Variance 0.415977895| |Sample Variance 0.305956842
Kurtosis -0.591704126| [Kurtosis 0.758865115
Skewness 0.133410665| [Skewness -0.016086297
Range 2.18| [Range 2.04
Minimum 158.9( |[Minimum 159.04
Maximum 161.08| [Maximum 161.08
Sum 3196.82| |[Sum 3199.18
Count 20| |Count 20
Confidence Level(95.0%) 0.301852296| |Confidence Level(95.0%) 0.2588746
Range 25.0 meters Range 50.0 meters
Mean 160.393| [Mean 160.354
Standard Error 0.129177764| |Standard Error 0.106029787
Median 160.06| |Median 160.06
Mode 160.06| [Mode 160.06
Standard Deviation 0.577700523| [Standard Deviation 0.474179624
Sample Variance 0.333737895| |Sample Variance 0.224846316
Kurtosis -0.510492232| [Kurtosis -1.661421072
Skewness -0.222345249| |[Skewness 0.669969606
Range 2.02| |Range 1.18
Minimum 159.06( |Minimum 159.9
Maximum 161.08| [Maximum 161.08
Sum 3207.86| |Sum 3207.08
Count 20| [Count 20
Confidence Level(95.0%) 0.270372252| |Confidence Level(95.0%) 0.221922964
Range 100.0 meters
Mean 160.656
Standard Error 0.112461455
Median 160.98
Mode 160.98
Standard Deviation 0.502942918
Sample Variance 0.252951579
Kurtosis -1.660287529
Skewness -0.683155744
Range 1.16
Minimum 159.92
Maximum 161.08
Sum 3213.12
Count 20
Confidence Level(95.0%) 0.235384604
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Timer/Counter Data (in microseconds):

Range 0.0 meters

Range 12.5 meters

Mean 159.885988||[Mean 159.96037
Standard Error 0.038382084||Standard Error 0.038348545
Median 159.7744||Median 159.88765
Mode 160.4789||Mode 159.7061
Standard Deviation 0.383820844||Standard Deviation 0.383485452
Sample Variance 0.14731844||Sample Variance 0.147061092
Kurtosis -1.027530686||Kurtosis -0.742811978
Skewness 0.467143573||Skewness 0.43049948
Range 1.3638||Range 1.455
Minimum 159.2967||Minimum 159.297
Maximum 160.6605||Maximum 160.752
Sum 15988.5988||Sum 15996.037
Count 100}{|Count 100
Confidence Level(95.0%) 0.076158396||Confidence Level(95.0%) 0.076091847
Range 25.0 meters Range 37.5 meters
Mean 160.110794||Mean 160.167735
Standard Error 0.035882734||Standard Error 0.034076097
Median 160.02455||Median 160.09245
Mode 159.8879|Mode 160.1151
Standard Deviation 0.358827337||Standard Deviation 0.34076097
Sample Variance 0.128757058||Sample Variance 0.116118038
Kurtosis -1.12101143||Kurtosis -0.336684339
Skewness 0.169015565||Skewness 0.573050723
Range 1.3636||Range 1.5553
Minimum 159.388| [Minimum 159.3328
Maximum 160.7516||Maximum 160.8881
Sum 16011.0794||Sum 16016.7735
Count 100}{|Count 100
Confidence Level(95.0%) 0.071199141||Confidence Level(95.0%) 0.067614381
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Timer/Counter Data (in microseconds):

Range 50.0 meters

Range 75.0 meters

Mean

Standard Error
Median

Mode

Standard Deviation
Sample Variance
Kurtosis
Skewness

Range

Minimum
Maximum

Sum

Count

Confidence Level(95.0%)

160.251461
0.036703864
160.11565
160.1151
0.367038639
0.134717363
-1.189915612
0.313135367
1.3549
159.5332
160.8881
16025.1461
100
0.072828442

Mean

Standard Error
Median

Mode

Standard Deviation
Sample Variance
Kurtosis
Skewness

Range

Minimum
Maximum

Sum

Count

Confidence Level(95.0%)

160.29208
0.032483107
160.2284
160.0697
0.32483107
0.105515224
-0.096198999
0.825403919
1.3184
159.7966
161.115
16029.208
100
0.064453543

Range 100.0 meters

Mean

Standard Error
Median

Mode

Standard Deviation
Sample Variance
Kurtosis
Skewness

Range

Minimum
Maximum

Sum

Count

Confidence Level(95.0%)

160.665119
0.033623282
160.5469
160.5241
0.336232822
0.113052511
-0.699235632
0.631281936
1.2727
160.1149
161.3876
16066.5119
100
0.066715898
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Oscilloscope Regression:

Regression Statistics
Multiple R 0.435383974
R Square 0.189559205
Adjusted R Square 0.181289401
Standard Error 0.561233736
Observations 100
ANOVA
df SS MS F Significance F
Regression 1 7.22 7.22 22.9218497| 5.98071E-06
Residual 98 30.868364 0.314983306
Total 99 38.088364
Coefficients | Standard Error t Stat P-value Lower 95% Upper 95%

Intercept 159.9556 0.081813173 1955.132583|  8.6994E-227| 159.7932444| 160.1179556
X Variable 1 0.0076 0.001587409 4.787676858| 5.98071E-06| 0.004449839| 0.010750161

mean value width +/-| 0.003150161
Timer/Counter regression:

Regression Statistics
Multiple R 0.537391216
R Square 0.288789319
Adjusted R Square 0.287770393
Standard Error 0.360501193
Observations 700
ANOVA
df SS MS F Significance F
Regression 1 36.83423815 36.83423815| 283.4250808|  1.2458E-53
Residual 698 90.71285489 0.12996111
Total 699 127.547093
Coefficients | Standard Error t Stat P-value Lower 95% Upper 95%

Intercept 159.8892652 0.022490813 7109.092378 0] 159.8451075| 159.9334229
X Variable 1 0.007028969 0.000417515 16.83523332 1.2458E-53| 0.006209233| 0.007848705

mean value width +/-| 0.000819736
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DRS
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ESS
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FHSS

'U'U'I'IITIg o]
2] v m n
R m w

w o
<

APPENDI X D.

GLOSSARY OF ACRONYMS

Acknowl edgenent

Access Contro

Li st

Access Poi nt

Aut hent i

cati on Server

Bi Phase Shift Keying
Basi c Servi ce Set

Conpl i rentary Code Keyi ng

Centra

Processing Unit

Col lision Sensing Multiple Access with Collision
Avoi dance
Clear to Send

Di stri buted Coordi nati on Functi on
Distributed Interfrane Space

Deni al
Dynami ¢
Di rect

of Service

Rat e Scal i ng

Sequence Spread Spectrum

Ext ended Interfrane Space
Ext ended Service Set

Feder al

Conmuni cati ons Conm SSi on

Frame Exchange Protoco
Frequency Hoppi ng Spread Spectrum

G gahert
G obal

I ndepend
I nt er net

z

Positioning Satellite

ent Basic Service Set
Control Message Protoco

I ntrusion Detection System

Institute of Electrical and El ectroni cs Engi neers
Interframe Space

I nternet Protocol

I nternet Protocol Security

I nfrared

I ndustrial Scientific and Medica

I nternational Standards O gani zation

I nformati on Technol ogy

Initializati on Vector

Locati on

Aut henti cati on
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LAN

MAC
Mops

NAV

OFDM
03

PCMCI A

PCF
PCI
Pl FS

QPSK

RADI US
RF
RTF

SIFS
SSI D

TCP
TSF

UNI |
VLAN
VPN

VECA
V\EP

W - Fi
WLAN

Local Area Network

Medi um Access Control
Megabit per second

Megahert z
Mobi | e User
mlliwatt

Net wor k Al | ocati on Vect or

Ot hogonal Frequency Division Miltiplexing
Open Systens | nterconnection

Per sonal Conputer Menory Card Internationa
Associ ati on

Poi nt Coordi nati on Function

Peri pheral Conponent | nterconnect

Priority Interfrane Space

Quadr ature Phase Shift Keying

Renpte Access Dial-In User Service
Radi o Frequency
Request to Send

Short Interfrane Space
Service Set ldentification

Transm ssi on Control Protocol
Ti me Synchroni zati on Function

Unli censed National Information Infrastructure
Virtual Local Area Network
Virtual Private Network

Wrel ess Ethernet Conpatibility Alliance
W red Equival ent Privacy

Wreless Fidelity

Wrel ess Local Area Network
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